








Design:  CREMA  NOVA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  ILLUSION  BEIGE

Thickness: 9mm

Finish: GLOSSY

Type: END LESS

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  MARCUS  BEIGE

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  VINTAGE  ALMOND

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  DYNA  GOLD

Thickness: 9mm

Finish: GLOSSY

Type: END LESS

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  VINTAGE  SMOKE

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  BRESCIA ROCK 

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  GRAFITO BROWN

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  SISILLIA BEIGE

Thickness: 9mm

Finish: GLOSSY

Type: END LESS

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  VICTORIA  BEIGE

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  NATURAL BRECCIA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  NATURAL  BRECCIA  A&B

Thickness: 9mm

Finish: GLOSSY

Type: BOOK  MATCH

Size: 1200x1800mm



Design:  ELEGANT  BEIGE

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  ANTIQUE  BEIGE

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  BOTTOCHINO  EARTH

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  KASHMIR  MARFIL

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  AMARON  BROWN

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  SANMARTIN  CREMA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  ESPERDA  BROWN

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  BOTTOCHINO  PREMIA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  ROSSO  PACETO

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  DYNA  CLASSICO

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  ROYAL  CREMA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  PERLINO  CREMA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  SONATA  BROWN  A&B

Thickness: 9mm

Finish: GLOSSY

Type: BOOK  MATCH

Size: 1200x1800mm



Design:  SONATA  BROWN

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  SMART  CREMA

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  CARRARA  

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  CALACATTA  LUX

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  DIAMOND  GOLD

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  STATUARIO  VOLKAS

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  ITALIAN  AGERA  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  WHITE  DELICATO

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  MARCUS  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  EVA  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  ONYX  BIANCO

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  ILLUSION  GREY

Thickness: 9mm

Finish: GLOSSY

Type: END  LESS

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  MARVEL  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  ROYAL  SWISS

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  PIETRA  NERO

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm

NEW  ARRIVAL 



Design:  DYNA  GREY

Thickness: 9mm

Finish: GLOSSY

Type: END  LESS

Size: 1200x1800mm

NEW  ARRIVAL NEW  ARRIVAL 



Design:  ELEGANT  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  ESPERDA  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  BOSCO  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  PIETRA  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  GOLDEN  WAVE  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  PIETRA  SILVER

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



Design:  COCO  GREY

Thickness: 9mm

Finish: GLOSSY

Type: RANDOM

Size: 1200x1800mm



MANUALLY TRANSPORTING 

MOVING A SLAB

RAISING A SLAB ON TO A BENCH

CORRECTINCORRECT

SLAB FIXING IN THE WALL

CORRECTINCORRECT

WORKING WITH THE VARIOUS VERSIONS OF 

CUTTING WITH DIAMOND DISCS

DRILLING

INTERNAL CUT / L-SHAPED CUT

EDGE-FINISHING

Our products can be cut using diamond discs fitted onto the hand-held electrical grinding machine. The speed of Disc rotation must be high 

(>10000 RPM) and should have a low feed rate (< 1 m/min). Itmay be required to cool the disc with water. Recommended discs are the thin 

typesgenerally used for cutting porcelain stoneware. The surface should be kept on a FLAT base while cutting without any gap underneath 

You can use cutting discs fitted to battery-operated screwdrivers or angle grinders, electrical drills  as an alternative. 

To get internal and L-shaped corners & to reduce the risk of breakage. round o the 

vertex of the internal corner using bits with a radius of at least 5mm. Then cut with 

diamond discs, be cautious to stop moving the cutting tool forward. To drill and cut 

using diamond discs, follow the instructions provided above.

When using these tools:

-Cool the point being drilled with water

-Don't put too much pressure and bear in mind the resistance of the type of 

laminated stoneware you are working on

-If you are using tungsten bits, start drilling at a low speed

-If you are using drills or screwdrivers, do not select hammering mode



CLEANING & MAINTENCE

SINGLE LAYER METHOD DOUBLE-LAYER METHOD COMPRESSING THE TILE

IMPORTANT

All cutout corners must have a minimum diameter of 1/4”.Never leave 90º angles.We recommend 

radiuses of more than 1/4” when the kitchen the design allows as it makes the countertop firmer.

INSTRUCTIONS FOR MANUAL INSTALLATION

3

E<0.30E<1.00

3 %

As Per Mfg. >2.20 g/cc

Min. 2000 N

Frost ProofAs Per Mfg.

Min. 10 Cycle Min. 10 Cycle 

Max. 0.6mm/m Max. 0.02mm/m

As Per Mfg.

N. A.

Max. 6.0x10

ISO 10545-2

ISO 10545-2

ISO 10545-2

ISO 10545-2

ISO 10545-2

ISO 10545-16

GlossMeter 

ISO 10545-3

ISO 10545-3

ISO 10545-4

ISO 10545-4

ISO 10545-4

ISO 10545-7

BS EN 15771

ISO 10545-12

ISO 10545-9

ISO 10545-10

ISO 10545-8

ISO 10545-13

ISO 10545-14

DIN 51130

N. A.

TEST METHOD
STANDARD AS PER

ISO-13006/2018
En14411 gr.bla

PACKING DETAILS

1200x1800mm 2 Pcs. 46.5 Sq. Feet 93 Kg.

Weight ( Approx )Square FeetNo. of PC’s/BoxDimension ( mm )

TECHNICAL SPECIFICATIONS

As Per Mfg.



MOTTO GROUP
8-A N.H., Sartanpar Road, At. Sartanpar,
Ta. Wankaner, Morbi - 363 621, Gujarat, India.

Email: sales@mottogroup.in | www.mottogroup.in
Toll-free Number: 1800 123 2124/ +91 95123 80072


